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PRODUCT DESCRIPTION:  

COPPER CLAD ALUMINUM CENTER CONDUCTOR,  
EXPANDED POLYETHYLENE DIELECTRIC, CONTINUOUS 
ALUMINUM OUTER CONDUCTOR, POLYETHYLENE (PE)  
JACKET WITH TRACER (3 RED STRIPES) 

 
CENTER CONDUCTOR: 

COPPER CLAD ALUMINUM 
NOMINAL DIAMETER: 0.325” (8.26 mm) 
 
 

DIELECTRIC: 
EXPANDED FOAM PE 
NOMINAL DIAMETER 0.515” (13.08 mm)  
 
 

OUTER CONDUCTOR: 
CONTINUOUS ALUMINUM  

  NOMINAL DIAMETER OVER OUTER  
CONDUCTOR: 0.625” (15.88 mm) 

  
  
JACKET: 

PE JACKET WITH TRACER 
 NOMINAL JACKET DIAMETER: 0.685” (17.40 mm) 
 NOMINAL JACKET THICKNESS: 0.030” (0.76 mm) 

 
 
MECHANICAL CHARACTERISTICS: 
 MINIMUM BEND RADIUS (JACKETED): 9.0” (22.9 cm)  
 MAXIMUM PULLING TENSION = 800 lbs. (367.9 kgf) 
 
 
ELECTRICAL CHARACTERISTICS:  
 NOMINAL DC LOOP RESISTANCE @ 68ºF: 0.290 Ohms/1000 ft. (0.951 Ohms/km) 
 

 
 
 
 

Shipping Weight (lbs./kft): 284  
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